SJDI

LOCAL STANDARD | TEM

FY-2004
| TEM NO 099-01
DATE: 04 DEC 2002

CATEGCRY: I

1. SCCPE:

1.1 Title: Environnmental Requirenments For Work Wthin Naval Station Ingleside

1.2 Location of Work:

1.2.1 Naval Station Ingleside, TX

1.3 ldentification:

1.3.1 Not Applicable

2. REFERENCES:

2.1 Standard Itens
2.2 Environnental Protection Agency Regul ati ons (EPA) 40 CFR
2.3 Departnent of Transportation Regul ations (DOT) 49 CFR

2.4 Texas Adnministrative Code, Title 30, Chapter 335, Industrial Solid
Wast e and Muni ci pal Hazardous Waste

2.5 COccupational Safety and Health Regul ati ons (OSHA) 29 CFR 1910 and 1915
2.6 NAVSTAI NGLESI DEI NST 5090. 1 Hazar dous WAste Managenent Pl an

2.7 Applicable Regul ated Waste Manifest Form

3. REQUI REMENTS:

3.1 The followi ng requirenents shall be observed, in addition to the
specific requirenents of the Job Order, for all work acconplished on naval ships
and craft within Naval Station, I|ngleside (NAVSTA).

3.2 Acconplish the requirenents of 009-09 of 2.1, for an "Environnental
Managenment Procedure". This procedure shall address controls and operati onal
actions which will be enployed to ensure no adverse environnental inpact and
shall include the requirenents of 3.2.1 through 3.2.4.5.
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3.2.1 Spill Contingency and Control Plan

3.2.1.1 Provide nane, address, office and hone tel ephone nunber
of an energency coordi nator and one alternate. Submit updates to this list each
time representatives are added or del eted.

3.2.1.2 Describe the nethods and work practices to be enpl oyed
to prevent discharges of any volune ashore or to the waters adjacent to NAVSTA.

3.2.1.3 Describe the contractors spill clean-up capability (i.e.
equi prent such as oil skinmers, absorbent pads/boons, etc.).

3.2.1.4 Identify a standby sub-contractor in case a discharge
exceeds the prine contractor's clean-up capability. Provide nane, address and
t el ephone nunber of the sub-contractor, estimated response tine, clean-up
capabilities and certify that the sub-contractor will respond if called
regardl ess of time/weather, etc. Provide a point of contact, alternate and 24
hour tel ephone nunmber for these persons.

3.2.1.5 Notify the followi ng agenci es i medi atel y upon di scovery
of any discharges to |land or surface water:

NAVSTA Security Dispatch - Phone 776-4238 (911 froma station phone |ine)
NAVSTA Duty O ficer - Phone 438-6394 (cellular) 361-812-8349 (pager)

NAVSTA Environnmental Branch - Phone 776-4542, 776-4298 or 776-4241

Port QOperations (for spills to water only) - Phone 776-4293 (Di spatcher)

Nati onal Response Center - Phone 800-424-8802 (for all reportable spills:
wat er borne or on | and)

Texas CGeneral Land Ofice - Phone 800-832-8224 (all waterborne oil spills)
Texas Commi ssion on Environnental Quality (TCEQ -Phone 800-832-8224 (waterborne
hazardous material spills & oil/hazardous materials spills on |and)

SUPSHI P Jacksonvill e Detachment Ingleside Project Ofice for the availability
SUPSHI P Jacksonvil | e Det achnent |ngl eside Environmental - Phone 776-5979

3.2.1.6 Provide documentation of successful acconplishment of
spill training for all spill team nenbers.

3.2.2 Describe punping operations (liquid transfer to barge/tank or
Vi ce versa or any conbi nation):

3.2.2.1 Notify NAVSTA Fire Departnment and Port Operations prior
to comenci ng punpi ng operations.

3.2.2.2 No punping or overboard transfers are allowed from 30
m nutes after sunset until sunrise.
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3.2.2.3 Describe the continuous conmuni cati ons between punp
tender and barge/tank tender to allow i medi ate shutdown if upset occurs during
punpi ng/ transfer operations.

3.2.2.4 Specify nethods for gaugi ng conpartnent volume in
bar ge/ tank. Maxi mum volunme to be 90 percent of capacity.

3.2.2.5 Describe provisions to tag punp lines to indicate where
line is originating from(i.e. ship tank/void) and punp nunber.

3.2.2.6 Describe procedures for nonitoring trucks and punping
equi prent: ensure all stormdrains are covered during punping operations.

3.2.3 Waste Disposa

3.2.3.1 To the maxi rum extent practicable all regul ated
hazardous waste and State Regul ated waste generated by the contractor on NAVSTA
shal | be properly managed, packaged, manifested and transported off of the NAVSTA
daily in accordance with 2.2 through 2.6. Exceptions are small quantities of
waste (less than one 55 gallon drum per contract or per job order) and all enpty
hazardous material contai ners which shall be turned over to NAVSTA for di sposa
or those wastes which require analysis to determ ne proper classification and
di sposal nethods. The |latter wastes shall be stored in areas designated by NAVSTA
for up to 45 days on a case basis. Upon classification the contractor shal
arrange for transport and di sposal of the waste in accordance with 2.2 through
2.4 and 2.6 within 3 working days. No waste shall remain on the pier/wharf
overni ght.

3.2.3.2 Specify that co-generated waste requires the contractor
to provide anal ysis of Hazardous Waste(HW, nethod of waste transfer, approved
EPA HWtransporter | D Nunber, approved federal or state disposal site,
notification to the governnent of waste to be disposed of by EPA waste code and
volume. Al HWand Texas Regul ated wastes generated on NAVSTA shall be nanifested
usi ng NAVSTA generator | D Nunber, signed by NAVSTA Environnmental and co-signhed by
the contractor. Provide docunmentation (e.g. Bill of Lading, etc) for fuels being
recycl ed. Docunentation nmust show signature of Receiving Facility.

3.2.3.3 Indicate that no HWis to be shipped by water.

3.2.3.4 Provide a copy of the nmanifest and | and di sposa
restriction formto NAVSTA Environnental for signature by individuals from NAVSTA
Envi ronnment al who have been del egated signature authority by the Commandi ng
O ficer of NAVSTA

3.2.3.5 Develop, provide and utilize a checklist to ensure that

transporter vehicles conply with 2.3 and 2.4 requirenents.
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3.2.3.6 Provide certification that the disposal site is legally
aut horized to accept, store, treat or dispose of the identified waste.

3.2.3.7 Provide docunentation of HWtraining to NAVSTA
Envi ronnental , via the SUPERVI SOR, for all required personnel in accordance wth
2.2 and 2.4.

3.2.4 Hazardous Material (HM

3.2.4.1 Provide a listing identifying the type, quantity and
| abel | i ng system of each hazardous material stored or used by the contractor at
NAVSTA. This list shall be provided to the SUPERVI SOR prior to use or storage of
each HM Contractor shall identify the methods that will be used to inform other
enpl oyer (s) of any precautionary neasures that need to be taken to protect their
enpl oyees during the work place's normal operating conditions and in foreseeabl e
emer genci es.

3.2.4.2 Provide nonthly and at the end of the contract (within 5
wor ki ng days) a report identifying the type, with MSDS, and quantity of each
hazardous material used by the contractor at NAVSTA. This report shall be
provided to Naval Station Environnental with a copy to the SUPERVI SOR

3.2.4.3 Provide docunentation of training for personnel using HMV
as required by Subpart Z 1200, (Hazard Conmunication Standard) of 2.2.

3.2.4.4 Describe how the contractor shall renove HM from NAVSTA
upon conpletion of the job and how such material shall be safely stored in areas
desi gnat ed by NAVSTA Environnental or in designated areas on ship

3.2.4.5 Indicate that no HM shall be stored on Governnent
Property or on barges or in tanks/voids (other than in assigned and properly
| abel | ed storage areas). No hazardous material shall renain on the pier/wharf
over ni ght .

3.3 Water pollution control for discharge of any material emanating from any
equi pment or system during ship overhaul/repair, shall be in accordance with the
fol | owi ng:

3.3.1 There shall be no direct or indirect discharge of solids into the
water. Al generated wastes (including blast material) nust be contained during
the entire operation, keeping containers closed at all times except when
addi ng/ renovi ng wastes. At no tine shall wastes be thrown, potentially blown, or
ot herw se di scharged overboard.

3.3.2 Abrasive Blasting and Paint Surface Preparation:
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3.3.2.1 No abrasive blasting or open scraping or grinding of any
exterior paint or non-skid surface (i.e. surfaces exposed to the environnent)
shal | take place w thout prior approval by the SUPERVI SOR and NAVSTA
Envi ronnental of the contractor's nethod of waste containnent (i.e. shrouding,
pont oons/lighters, and vacuum equi prrent and description of how bl ast debris will
be collected, stored, tested and disposed).

3.3.2.2 Transfer of Solids - Any container to container transfer
of paint, blast, scraping/grinding debris shall be conducted in an area
conpletely sheltered fromwi nd and rain. Al containers shall remain closed at
all times except during transfer of contents. Under no circunstances are
conpressed air hoses or fire hoses to be used to wash paint debris overboard or
to deck drains discharging into the bilges. Under no circunstances are paint
debris of any kind to be dunped into the Collection, Holding, and Transfer
System Hazardous Waste procedures shall be followed to di spose of paint debris
cont ai ni ng heavy netals.

3.3.3 Painting - Any painting of exterior surfaces nust take place in a
manner that shall prevent any paint fromreaching the surface of the water.
Nunber or overall ampount of open paint containers shall be mnimzed, and all
containers shall be secured. Exterior painting shall not occur during inclenent
weat her or during times when inclenent weather is anticipated before paint would
dry.

3.3.4 Overboard Discharge - There shall be no overboard di scharge of
pet rol eum products, blast or grinding material/waste, food nmatter, cleaning
fluids, paint, chemicals or soap products. Under no circunstances is any
detergent to be washed overboard t hrough deck drains. If decks rmust be washed
with detergent appropriate nmeasures shall be taken to control discharge to the
wat er .

3.3.5 Disposal of HW- HWand Texas Regul ated waste generated by
contractor on NAVSTA shall be handl ed in accordance with the follow ng
requirenents

3.3.5.1 These requirenents are applicable to any HWand Texas
Regul ated waste as defined by 40 CFR Part 261 or Texas Hazardous and Solid Waste
Management Regul ati ons.

3.3.5.2 The contractor is responsible for properly identifying
and cl assifying the waste. Provide | aboratory analysis for each waste stream on
an annual cycle (due the first quarter of each fiscal year), or if the process or
constituents change. Submit a Waste C assification Document for each waste
stream Provide, at a minimum the follow ng anal yses:

bi | ge wat er TCLP (netals, solvents), TOX, TPH
cl eani ng sol utions TCLP (netals), pH
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oils flash point, total netals, TOX

pai nt waste (liquid) TCLP (netals, solvents), flash point
pai nt waste (solid) TCLP (netal s, solvents)

bl asting nedi a TCLP (netals)

Al analysis results shall be provided to NAVSTA Environnmental and the SUPERVI SOR
within 24 hours of contractor receipt of results.

3.3.5.3 Sanples of paint solids shall be analyzed using Toxicity
Characteristic Leachate Procedure (TCLP) test nethod for netals to establish
safety and environnmental requirenents prior to any abrasive renmpval operations.
Anal ysis results shall be provided to NAVSTA Environmental via the SUPERVI SOR
Spent abrasive blast material shall be analyzed (TCLP) for netals to determ ne HW
characteristics prior to disposal

3.3.5.4 Properly package all waste in accordance with 2.2 and
2.3.

3.3.5.5 Properly mark all waste in accordance w th Federal
State, and Local regulations.

3.3.5.6 Properly control all waste until renoved for disposal
i ncl udi ng pl aci ng waste in non-|eaking containers and keeping contai ners cl osed
at all tines unless adding waste. Store HWonly in areas designated by NAVSTA
Envi ronnmental . No waste shall remain on the pier/wharf overnight.

3.3.5.7 Performweekly inspections of all containers stored in
NAVSTA desi gnat ed areas pending classification to ensure proper segregation and
contai neri zation of waste. Al spills shall be pronptly contained, cleaned up and
reported. Docunent results of weekly inspections in a |og book available for
revi ew by the SUPERVI SOR and NAVSTA Environmental upon request.

3.3.5.8 Notify the SUPERVI SOR and NAVSTA Environnental at | east
24 hours prior to schedul ed transport.

3.3.5.9 Subnmt one legible copy of 2.7 signed by the generator
and transporter to the SUPERVI SOR within 24 hours of transport.

3.3.5.10 Submit one legible copy of 2.7 signed by the owner or
operator of the disposal facility to the SUPERVI SOR within 48 hours of return
recei pt fromthe owner or operator of the disposal facility.

3.4 NAVSTA will:

3.4.1 Retain the right to inspect all HM HW Managenent activities
performed by the contractor.
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3.4.2 Retain the right to take any/all wastes fromthe contractor if
deened necessary to protect the Governnent's interests. In this event, the Navy
may take appropriate credit for any and all costs incurred and work not
per f or med.

3.4.3 Retain the right to stop contractor work in the event of serious
safety and environnental violations.

3.4.4 Provide the NAVSTA' s EPA and Texas generator identification
nunbers to the contractor for use on all manifests for shipnent of HWand Texas

Regul at ed wast es

3.4.5 Provide an accunul ation area for stagi ng of waste generated under
this job order which is awaiting classification

3.4.6 Provide oversight (as necessary) to all spill clean-up
operati ons.

3.4.7 Review and sign all nmanifests prior to shipnent.

3.5 The contractor shall be responsible for all services and equi pnent not
provi ded by NAVSTA.

4, NOTES:

4.1 None.
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